
!P

!P

!P

!P

!P

!P

!P

!P

!P

!P

!P

!P

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!(

!( !(

!(

!(

!(
!( !(

!(

")

#*

#*

")

") ") ") ")

#*

#*

#*

")

#*

#*

#*

")

#*

#*

")

#*

")

#* #*

")

")

#*

")

")

")

#*

!(

")

")

#*

")

")

#*

")

")

#*

") ")

") ")

Dock 2

Railroad Bridge

OF-004

OF22BOF22C

WR-6

RM-6.90

SC-5

SC-6

SC-7

SC-9

SC-10

SC-11

SC-13

SC-14

SC-15

SC-29

SC-30

SC-31

SC-32

SC-33

SC-34

SC-37

SC-38
SC-39

SC-40

SC-42

SC-43

SC-44

SC-48

SC-47-O

SC-1

SC-2

SC-3

SC-4 SC-8 SC-12 SC-16

SC-17

SC-18

SC-19

SC-20

SC-21

SC-22

SC-23

SC-24

SC-25

SC-26

SC-27

SC-28

SC-35

SC-36 SC-41

SC-45

SC-46

SC-47

SC-49

SC-50

SC-51

SC-47-O2

RM-7

N:
\G

IS
\Pr

oje
cts

\C
16

7_
15

04
_A

rke
ma

_F
S\

Wo
rki

ng
_M

XD
s\S

am
pli

ng
_2

02
1\S

am
pli

ng
_D

ow
ns

tre
am

_S
tat

us
.m

xd
 5/

6/2
02

2 2
:58

:18
 P

M

Figure 1.
Wide-view of the Proposed Remedial Design Investigation
Sediment Sampling Stations Downstream of Dock 2

¯0 60 120
Feet

Aerial Source: City of Portland (2021)

") Proposed Sediment Sampling Location
") Proposed Step-out Sampling Location
!( Sediment Location (Sampled April 2022)
#* Sediment Location (Sampled 2021)

Sewer Line (City of Portland)
Sewer Line Easement (City of Portland)
Sewer Line 50 ft Buffer

Arkema Project Area
Bayer CropScience Project Area
Top of Bank (estimated)
CRD -2 ft (+3.26 ft NAVD88)
Outfall WR-6 Conveyance System

!P Outfall (Active)
!P Outfall (Abandoned)

Notes:
1. City of Portland sewer line alignment and easement are sourced from the
    City BES Collection System GIS map layers at:
    https://gis-pdx.opendata.arcgis.com/datasets/PDX::collection-system-lines/about
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WORKING DRAFT Figure 2.
Wide-view of the Proposed Remedial Design Investigation
Sediment Sampling Stations Upstream of Dock 2

¯0 60 120
Feet

Aerial Source: City of Portland (2021)

") Proposed Sediment Sampling Location
") Proposed Step-in Sampling Location
") Proposed Step-out Sampling Location
!( Sediment Location (Sampled April 2022)
#* Sediment Location (Sampled 2021)

Arkema Project Area
Willbridge Cove Project Area
Top of Bank (estimated)
CRD -2 ft (+3.26 ft NAVD88)
Groundwater Barrier Wall

!P Outfall (Active)
!P Outfall (Abandoned)

The vibracore equipment used to collect 19 ft cores requires a minimum
12 ft water depth. In shallower water near the shoreline, 14 ft cores are proposed.
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